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- STANDARD,/ \\'\—MINIMUM 3" ASPHALT CONCRETE, TYPE B
“MEDIAN CURB MINIMUM 6" AGGREGATE BASE, CLASS'2
CITY STANDARD MINIMUM 6" COMPACTED SUB—GRADE

CURB AND GUTTER 95% RELATIVE COMPACTION

SEE SIDEWALK STANDARDS
FOR LOCATION AND WIDTH.

NOTES:

DESIGN CRITERION: TRAFFIC INDEX SHALL BE DETERMINED BY THE CITY ENGINEER.

STRUCTURAL SECTIONS SHALL BE DESIGNED BY AN ACCEPTED FLEXIBLE PAVEMENT DESICN
METHOD.

ASPHALT CONCRETE SHALL BE TYPE B, 3/4” AGGREGATE MAXIMUM, MEDIUM GRADE MIX PER
CALTRANS STANDARDS.

TACK COAT IS REQUIRED AND SHALL BE APPLIED PER CALTRANS STANDARDS.

SELF PROPELLED PAVING MACHINES ARE REQUIRED FOR ALL INSTALLATION IN EXCESS OF 200
TONS OF ASPHALT CONCRETE.

ASPHALT CONCRETE COMPACTION EQUIPMENT SHALL CONSIST OF ONE STEEL—-TIRED VIBRATORY
ROLLER WEIGHING NOT LESS THAN EIGHT TONS, ONE STEEL—TIRED ROLLER NOT WEIGHING LESS
THAN TWELVE TONS AND ONE PNEUMATIC—TIRED ROLLER.

ASPHALT CONCRETE SHALL BE PLACED ONLY WHEN THE ATMOSPHERIC TEMPERATURE IS ABOVE
50" F.

WITH ADDITIONAL LANDSCAPE EASEMENTS, SIDEWALK MAY BE LOCATED OUTSIDE 110’ RIGHT OF
WAY TO PROVIDE ADDITIONAL PARKWAY.

MEDIAN BREAK LOCATIONS AND U—TURN MOVEMENT LOCATIONS ARE SUBJECT TO APPROVAL
OF THE CITY ENGINEER.

UNIMPROVED MEDIAN SHALL BE LEFT WITH NATIVE SOILS 2" BELOW THE TOP OF CURB.

APPROVED BY:/_/

CITY OF VISALIA
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LANDSCAPE, BLOCK WALL AND
SIDEWALK EASEMENT. 10" TYPICAL.

SEE STREET TREE
R/W /SPACING STANDARD R/W

¢
/10’ 45’ 45’ 10°

CITY STANDARE / \ MINIMUM 3" ASPHALT CONCRETE, TYPE B

MEDIAN CURB MINIMUM 6" AGGREGATE BASE, CLASS 2

MINIMUM 6" COMPACTED SUB-GRADE
95% RELATIVE COMPACTION

CITY STANDARD
CURB AND GUTTER

SEE SIDEWALK STANDARDS
FOR LOCATION AND WIDTH.

BLOCK WALL

NOTES:

1. DESIGN CRITERION:  TRAFFIC INDEX SHALL BE DETERMINED BY THE CITY ENGINEER.

2. STRUCTURAL SECTIONS SHALL BE DESIGNED BY AN ACCEPTED FLEXIBLE PAVEMENT DESIGN
METHOD.

3. ASPHALT CONCRETE SHALL BE TYPE B, 3/4" AGGREGATE MAXIMUM, MEDIUM GRADE MIX PER
CALTRANS STANDARDS.

4. TACK COAT IS REQUIRED AND SHALL BE APPLIED PER CALTRANS STANDARDS.

5. SELF PROPELLED PAVING MACHINES ARE REQUIRED FOR ALL INSTALLATION IN EXCESS OF 200
TONS OF ASPHALT CONCRETE.

6. ASPHALT CONCRETE COMPACTION EQUIPMENT SHALL CONSIST OF ONE STEEL—TIRED VIBRATORY
ROLLER WEIGHING NOT LESS THAN EIGHT TONS, ONE STEEL-TIRED ROLLER NOT WEIGHING LESS
THAN TWELVE TONS AND ONE PNEUMATIC—-TIRED ROLLER.

7. ASPHALT CONCRETE SHALL BE PLACED ONLY WHEN THE ATMOSPHERIC TEMPERATURE IS ABOVE
50" F.

8. MEDIAN BREAK LOCATIONS AND U-TURN MOVEMENT LOCATIONS ARE SUBJECT TO APPROVAL
OF THE CITY ENGINEER.

9. UNIMPROVED MEDIAN SHALL BE LEFT WITH NATIVE SOILS 2” BELOW THE TOP OF CURB.

CITY OF VISALIA
riiiy >3/ IDESIGN & IMPROVEMENT STANDARDS

R.C.E. 5022 DATE
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\‘MINIMUM 3" ASPHALT CONCRETE, TYPE B

CITY STANDARD .
CURB AND GUTTER MINIMUM 6" AGGREGATE BASE, CLASS 2

MINIMUM 8" COMPACTED SUB—GRADE
SEE SIDEWALK STANDARDS 95% RELATIVE COMPACTION
FOR LOCATION AND WIDTH.

NOTES:

DESIGN CRITERION:  TRAFFIC INDEX SHALL BE DETERMINED BY THE CITY ENGINEER.

STRUCTURAL SECTIONS SHALL BE DESIGNED BY AN ACCEPTED FLEXIBLE PAVEMENT DESIGN
METHOD.

ASPHALT CONCRETE SHALL BE TYPE B, 3/4" AGGREGATE MAXIMUM, MEDIUM GRADE MIX PER
CALTRANS STANDARDS.

TACK COAT IS REQUIRED AND SHALL BE APPLIED PER CALTRANS STANDARDS.

SELF PROPELLED PAVING MACHINES ARE REQUIRED FOR ALL INSTALLATION IN EXCESS OF 200
TONS OF ASPHALT CONCRETE.

ASPHALT CONCRETE COMPACTION EQUIPMENT SHALL CONSIST OF ONE STEEL-TIRED VIBRATORY
ROLLER WEIGHING NOT LESS THAN EIGHT TONS, ONE STEEL—TIRED ROLLER NOT WEIGHING LESS
THAN TWELVE TONS AND ONE PNEUMATIC—TIRED ROLLER.

ASPHALT CONCRETE SHALL BE PLACED ONLY WHEN THE ATMOSPHERIC TEMPERATURE IS ABOVE
50" F.

WITH ADDITIONAL LANDSCAPE EASEMENTS, SIDEWALK MAY BE LOCATED OUTSIDE 84’ RIGHT OF
WAY TO PROVIDE ADDITIONAL PARKWAY.

CITY OF VISALIA
APPROVED BY: /K”ZW /// 3/°/08 IDESIGN & IMPROVEMENT STANDARDS

PUBLIC WORKS DlRW‘rOR R.C.E. 50022 DATE
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LANDSCAPE, BLOCK WALL AND
SIDEWALK EASEMENT. 10" TYPICAL.

SEE STREET TREE
R/W SPACING STANDARD

10’ /, 32' ¢ 32 , 10’
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\-MiNIMUM 3" ASPHALT CONCRETE, TYPE B
CITY STANDARD

CURB AND GUTTER MINIMUM 6" AGGREGATE BASE, CLASS 2
MINIMUM 6" COMPACTED SUB—-GRADE
SEE SIDEWALK STANDARDS
FGR LOGATION AND WIDTH. 95% RELATIVE COMPACTION

BLOCK WALL

NOTES:

1. DESIGN CRITERION:  TRAFFIC INDEX SHALL BE DETERMINED BY THE CITY ENGINEER.

2. STRUCTURAL SECTIONS SHALL BE DESIGNED BY AN ACCEPTED FLEXIBLE PAVEMENT DESIGN
METHOD.

3. ASPHALT CONCRETE SHALL BE TYPE B, 3/4” AGGREGATE MAXIMUM, MEDIUM GRADE MIX PER
CALTRANS STANDARDS.

4. TACK COAT IS REQUIRED AND SHALL BE APPLIED PER CALTRANS STANDARDS.

5. SELF PROPELLED PAVING MACHINES ARE REQUIRED FOR ALL INSTALLATION IN EXCESS OF 200
TONS OF ASPHALT CONCRETE.

6. ASPHALT CONCRETE COMPACTION EQUIPMENT SHALL CONSIST OF ONE STEEL-TIRED VIBRATORY
ROLLER WEIGHING NOT LESS THAN EIGHT TONS, ONE STEEL-TIRED ROLLER NOT WEIGHING LESS
THAN TWELVE TONS AND ONE PNEUMATIC—TIRED ROLLER.

7. ASPHALT CONCRETE SHALL BE PLACED ONLY WHEN THE ATMOSPHERIC TEMPERATURE IS ABOVE
50" F.

CITY OF VISALIA
APPROVED BY: £ 3/5/08 IDESIGN & IMPROVEMENT STANDARDS

PUBLIC WORKS DIREETOR RCE 50022  DATE
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LMINIMUM 3" ASPHALT CONCRETE, TYPE B
CITY STANDARD
CURB AND GUTTER MINIMUM 6” AGGREGATE BASE, CLASS 2
MINIMUM 6” COMPACTED SUB—GRADE
SEE SIDEWALK STANDARDS 95% RELATIVE COMPACTION
FOR LOCATION AND WIDTH.
NOTES:

DESIGN CRITERION:  TRAFFIC INDEX SHALL BE DETERMINED BY THE CITY ENGINEER.

2. STRUCTURAL SECTIONS SHALL BE DESIGNED BY AN ACCEPTED FLEXIBLE PAVEMENT DESIGN
METHOD.

3. ASPHALT CONCRETE SHALL BE TYPE B, 3/4" AGGREGATE MAXIMUM, MEDIUM GRADE MIX PER
CALTRANS STANDARDS.

4. TACK COAT IS REQUIRED AND SHALL BE APPLIED PER CALTRANS STANDARDS.

5. SELF PROPELLED PAVING MACHINES ARE REQUIRED FOR ALL INSTALLATION IN EXCESS OF 200
TONS OF ASPHALT CONCRETE.

6. ASPHALT CONCRETE COMPACTION EQUIPMENT SHALL CONSIST OF ONE STEEL-TIRED VIBRATORY
ROLLER WEIGHING NOT LESS THAN EIGHT TONS, ONE STEEL—TIRED ROLLER NOT WEIGHING LESS
THAN TWELVE TONS AND ONE PNEUMATIC—TIRED ROLLER.

7. ASPHALT CONCRETE SHALL BE PLACED ONLY WHEN THE ATMOSPHERIC TEMPERATURE IS ABOVE
50" F.

8. WITH ADDITIONAL LANDSCAPE EASEMENTS, SIDEWALK MAY BE LOCATED OUTSIDE 60’ RIGHT OF
WAY TO PROVIDE ADDITIONAL PARKWAY.

%f Q/ / Y/ CITY OF VISALIA
- 3/3/08
APPROVED BY:_(L70Kuce el /3/%8 IDESIGN & IMPROVEMENT STANDARDS

PUBLIC WORKS DnR;ﬁ'rOR R.C.E. 50022 DATE

REVISIONS
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LANDSCAPE, BLOCK WALL AND
SIDEWALK EASEMENT. 10" TYPICAL.

R/W R/W

\~MIN|MUM 3" ASPHALT CONCRETE, TYPE B
CITY STANDARD

CURB AND GUTTER MINIMUM 6” AGGREGATE BASE, CLASS 2
MINIMUM 6” COMPACTED SUB—GRADE
SEE SIDEWALK STANDARDS 95% RELATIVE COMPACTION

FOR LOCATION AND WIDTH.

BLOCK WALL

NOTES:

1. DESIGN CRITERION:  TRAFFIC INDEX SHALL BE DETERMINED BY THE CITY ENGINEER.

2. STRUCTURAL SECTIONS SHALL BE DESIGNED BY AN ACCEPTED FLEXIBLE PAVEMENT DESIGN
METHOD.

3. ASPHALT CONCRETE SHALL BE TYPE B, 3/4” AGGREGATE MAXIMUM, MEDIUM GRADE MiX PER
CALTRANS STANDARDS.

4. TACK COAT IS REQUIRED AND SHALL BE APPLIED PER CALTRANS STANDARDS.

5. SELF PROPELLED PAVING MACHINES ARE REQUIRED FOR ALL INSTALLATION IN EXCESS OF 200
TONS OF ASPHALT CONCRETE.

6. ASPHALT CONCRETE COMPACTION EQUIPMENT SHALL CONSIST OF ONE STEEL-TIRED VIBRATORY
ROLLER WEIGHING NOT LESS THAN EIGHT TONS, ONE STEEL—TIRED ROLLER NOT WEIGHING LESS
THAN TWELVE TONS AND ONE PNEUMATIC—-TIRED ROLLER.

7. ASPHALT CONCRETE SHALL BE PLACED ONLY WHEN THE ATMOSPHERIC TEMPERATURE IS ABOVE
50" F.

/4 CITY OF VISALIA
APPROVED BY. ettt 3/2/% IDESIGN & IMPROVEMENT STANDARDS

PUBLIC WORKS DIRRETOR RCE 50022  DATE

COLLECTOR STREET ol
WITH LANDSCAPE EASEMENT
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PUBLIC WORKS WCTOR

R.C.E. 50022

DATE
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4 U —+—TYPE IV(R)
) DETAIL 38
\\\
22 | 14 (6’| 12°] 12’ y,/—>-TYPE V(L)
[ ‘ / l
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| |
DETAIL 10 \_\ /F/""“ DETAIL 10
| |
| |
NOTES:
| | 1. STRIPING AND PAVEMENT MARKINGS PER
| | STATE OF CALIFORNIA DEPARTMENT OF
TRANSPORTATION "STANDARD PLANS”,
STANDARD PLANS NO. A20A THROUGH
A24E.
| | 2. CROSSWALK LINES SHALL BE 10 APART
| | MEASURED BETWEEN INSIDE OF LINES.
, , R , 3. SEE ARTERIAL INTERSECTION FOR
227 | 14| _ 147 22 CONSTRUCTION DIMENSIONS.
<
[an]
| o |
| = |
APPROVED BY: @w }M 3/3/08

DESIGN & IMPROVEMENT STANDARDS

REVISIONS

ARTERIAL INTERSECTION STRIPING 1/10/08
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\ZMEDIAN 120° BAY TAPER
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CURB AND CURB AND
GUTTER GUTTER

* LENGTH TO BE DETERMINED
BY THE CITY ENGINEER

g ) /A CITY OF VISALIA -
APPROVED BY: %" : ’é”w/{ 3/5/08 IDESIGN & IMPROVEMENT STANDARDS

PUBLIC WORKS DI%TOR R.C.E. 50022 DATE

REVISIONS
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LENGTH TO BE
DETERMINED BY THE ,
CITY ENGINEER . 120

l B1 MEDIAN
b c B A CURB
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OFFSET DISTANCE
TURN POCKET

A o’ 0.00°
10 0.25’

20° 1.00°

30° 2.25'

B 400 | 400
C 80’ 12.00°
90’ 13.75'

100’ 15.00’

110’ 15.75’

D 120’ 16.00°
CENTERLINE

1:15 FLARE\\ 15’ R.
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B1 MEDIAN CURB

45’

\CURB LINE

/ | _——STREET OR DRIVE

: ~ | CENTERLINE OFFSET DISTANCE
20 DM 1:15 FLARE
RED CURB AN

o} 0.00°
5. 0.11
10’ 0.44°
15 1.00

eos o Lol ST on el CITY OF VISALIA

- PUBLIC WORKS PIRECTOR R.C.E. 50022  DATE DES'GN & IMPROVEMENT STANDARDS

ARTERIAL MEDIAN ISLAND OPENING | “7°P | o o
FOR ONE WAY LEFT TURN ONLY

































































































